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Zero Weather Stripping Co., Inc. 


■ scope 

Since 1924, Zero Weatherstripping Company, Inc. 
has recommended, supplied and installed many 
types of weatherstripping for various applications. 
The vast importance of weatherstripping Is only 
touched upon with these functions: reducing heat 
losses to a minimum; excluding water, dust and 
soot; and generally adding to the personal com¬ 
fort of the building occupants. 

Zero enjoys prestige among leading architects and 
contractors because of its strict adherence to the 
policy of employing the best quality materials and 
workmanship and dependable service. 

This catalog presents many varying types of door 
and window weatherstripping equipment, and 
combinations of suggested applications which are 
the result of many years of job engineering and 
field experience. 

Countless intricate weatherstripping problems have 
been solved and not only are our facilities at your 
disposal, but inquiries are invited. 


■ weatherstripping must be specified 

Too frequently, weatherstripping problems are dis¬ 
posed of by specification writers in a vague, short 
sentence or paragraph. To eliminate pitfalls aris¬ 
ing from this practice, it is necessary for specifica¬ 
tion writers to specify type, quality and material 
of weatherstripping. 


■ proper job procedure 

Weatherstripping participates very actively in this 
program of maximum comfort with the greatest 
efficiency and therefore should be considered early 
in the design and plan stages of all buildings. 


■ type of building governs selection 

Since weatherstripping for large Institutional build¬ 
ings differs considerably from that for a small 
house it may be well to consult with Zero to de¬ 
termine proper selection of the correct type of 
weatherstripping for guaranteed satisfaction. 



drawings shown full size except as noted on pages 6 and 7 


door equipment 


standard doors 


12 

heavy duty door 


13 

meeting stiles 


11, 14, 15 

saddles (Rixon) floor hinge 


4,5 

saddles—French doors 


9 

saddles—standard doors 


9, 10, 11 

sliding doors 


6,7 

light and soundproof doors 


18, 19 

hollow metal and kalamein doors 

11, 12, 13 

expansion floor saddle 


11 

door specialties 

astragals 


14, 15 

interlocking equipment 


12, 13 

lightproofing 


18, 19 

meeting stile equipment 


14, 15 

rain drips 


11, 16,17 

sill protection 


16, 17 

sliding doors 


6,7 

soundproofing 


18, 19 

spring bronze 


12, 13 

top protection 


16 

saddles 

4, 5, 

6, 7, 8, 9, 10, 11 

saddle elevator 


11 

saddle rest 


9, 10 

expansion floor saddle 


11 

window equipment 

double hung—wood 


22, 23 

double hung—hollow metal 


20 

double hung—kalamein 


20 

awning type 


20 

casement type—steel 


21 

casement type—wood 


21 

specifications and related items 


24, 25, 26, 27 

series numbers 

series number page 

series number page 

l-A . 22 

18 . 

. 20 

1-C . 23 

18-L .. 

. 13 

10-B . 12,21 

37. 

. 13 

10-F . 12,21 

42 . 

. 13 

10-K . 12 

42-Z .. 

. 13 

10-M . 20 

53-D .. 

. 19 

lO-R . 12 

54 . 

. 6,7 

10-S . 21 

67. 

. 11 


for representatives, see back cover 


























19b 

Zer 


I instaliations 


building 


location 


White House 

U. S. Naval Academy 

Hempstead Library 

U. S. Merchant Marine Acad. 

Municipal Bldg. & Library 

Morris County Court House 

Municipal Building 


Washington, D. C. 
Annapolis, Md. 
Hempstead, L. I. 
Kingspoint, L. I. 
Westfield, N. J. 
Morristov/n, N. J. 
Union, N. J. 



weather stripping 


reference 


architect 


contractor 


Lorenzo Winslow 
U. S. Government 
Rogers & Butler 
Alfred L. Hopkins 
Ray O. Peck 
Edward A. Berg 
Stephen Potter 


John McShain 
Wm. T. Lyons Co. 

Buhl Construction Co. 
Vermilya-Brown 
Martin Infante 
Glenwal Co. 

Arthur Venneri Co. 


civic 

buildings 


Ellenville School 
Edgemont School 
Rutgers University 
Lee Avenue School 
Nixon Park School 
Philip St. School 
Hotchkiss School 
Long Beach School 
Washington School 
Roslyn Heights School 
State Teachers College 
Regional High School 
Basic Science Building 


Ellenville, N. Y. 
Scarsdale, N. Y. 

New Brunswick, N. J. 
Hicksville, L. I. 

Nixon Park, N. J. 
Fairlawn, N. J. 
Lakeville, Conn. 

Long Beach, L. I. 
Union, N. J. 

Roslyn, L. I. 
Montclair, N. J. 
Spring Valley, N Y. 
Syracuse, N. Y. 


Starrett, Van VIeck 
Warren Ashley 
York & Sawyer 
Knappe & Johnson 
Alex. Merchant & Son 
Arthur Rigolo 
Delano-Aldrich 
Reisner & Urbahn 
Frederick Elsasser 
Moore & Hutchins 
Emil A. Schmidlin 
Louis Jallade 
Rogers-Butler 


Mar-Mes Const. Co. 
Stewart Muller 
Andrew Christensen 
Stolle-Delval 
Anderson-Laudadio 
Isaac Degenaars Co. 
James Stewart Co. 
VB Construction Co. 
Hansen-Jensen Co. 
Marcello Mezzullo 
J. M. Straus Co. 
Gardner Const. Co. 
Lasker-Goldman 


schools 


U. S. Naval Hospital 

V. A. Hospital 
V.A. Hospital 

Geo. Washington Univ. Hosp. 
Wyckoff Hospital 
Elizabeth Hospital 
RIverview Hospital 
Englewood Hospital 
Greenwich Hospital 
House of Calvary Hospital 
Memorial Hospital 
New Rochelle Hospital 


Bethesda, Md. 
Peekskill, N. Y. 
Westhaven, Conn. 
Washington, D. C. 
Brooklyn, N. Y. 
Elizabeth, N% J. 

Red Bank, N. J. 
Englewood, N. J. 
Greenwich, Conn. 
Bronx, N. Y. 
Wilmington, Del. 
New Rochelle, N. Y. 


Paul C. Cret 
V. A. Administration 
V. A. Administration 
Faulkner & Kingsbury 
Crow, Lewis & Wick 
Albert Kaufman 
Ferrenz & Taylor 
Lawrence C. Licht 
Skidmore, Owings, Merrill 
R. J. Reiley 
York & Sawyer 
Eggers-Higgins 


John McShain 
Fred J. Brotherton 
Merritt, Chapman & Scott 
Charles Tompkins 
John Bingham 
Fred J. Brotherton 
La Fountain Co. 

Walter Kidde 
Duge Construction 
John Kennedy Co. 

Irons & Reynolds 
Vermilya-Brown 


hospitals 


Bankers Life Ins. Co. 

St. Cecelia Church 
Cathedral—St. John The Divine 
Grace Lutheran Church 
Our Lady of Sacrament Church 
Our Lady of Peace Church 
View Point School, Masters' Res. 
Farlington Housing Project 
Reader's Digest Building 
B. Altman & Co. Dept. Store 
Katharine Cornell Residence 
Franklin D. Roosevelt Residence 
Fitzhugh Green Residence 
John D. Rockefeller Residence 
Abbott Residence 


Montclair, N. J. 
Rockaway, N. Y. 
New York City 
Bronx, N. Y. 

Bayside, L. 1. 

N. Arlington, N. J. 
Amenia, N. Y. 
Arlington, Va. 
Pleasantville, N. Y. 
White Plains, N. Y. 
New York 
Hyde Park, N. Y. 
New Canaan, Conn. 
Pocantico Hills 
Greenwich, Conn. 


Alfonso Alvarez 
Thomas H. Moran 
Wyeth & King 
Shreve, Lamb & Harmon 
Wm. Boegel 
Paul C. Reilly 
Eldredge Snyder 
Kenneth Franzheim 
Theo. Richards 
Kahn & Jacobs 
Gugler, Kimball & Husted 
Henry J. Toombs 
Harold R. Sleeper 
Francis Roudebush 
Philip Ives 


O. A. Peterson Co. 
Romagnino Const. Co. 
Wm. Crawford Co. 
Barlow-Meagher 
H. M. Hughes 
Bryan Construction 
Marcello Mezzullo Inc. 
Thompson-Starrett 
Fairchester Builders 
Plato Construction 
E. W. Howell Co. 
Adams-Erickson 
Watt & Sinclair 
Margotta Construction 
Fairchester Builders 


others 
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full size details 


c 


saddles for floor hinged doors 


Zero #150 extruded bronze or aluminum saddle has 
been developed in answer to demands by Architects for 
a weather proof saddle on doors equipped with floor 
hinges. Many years of experimentation on our part has 
resulted in this practical solution to this previously con¬ 
stant problem. In the first year of its use in the field, 
hundreds of installations have been made which have 
evoked complimentary comments from Architects. 


Zero #150 saddle is no higher than any standard flat 
saddle and is sufficiently wide to cover the floor hinge 
box. It is weather-tight and its design renders it ideally 
adaptable to the door hinge arm which is located in the 
door bottom. It is sectional, to provide easy access for 
servicing the floor hinge mechanism. 
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CUTOUT FOR FLOOR HINGE PIVOT half full size details 



Removable section 
over Floor Hinge 


PERSPECTIVE SHOWING LOCATION OF CUTOUT 
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I sliding doors~~j full size and half full size details 

series # 54 Extruded Bronze 

With the increased use of sliding doors, we have devised 
Series #54 sliding door weather stripping equipment which 
is effective, versatile and simple. This equipment provides 
positive interlocking weather stripping which allows easy 
operation of the sliding doors. 

Use of overhead hangers in preference to bottom sheaves 


is more practical since it eliminates loading the weight of 
the usually heavy doors upon the axle of a sheave. This 
equipment eliminates the possibility of dirt falling into the 
sheaves or tracks, which would tend to affect the free opera¬ 
tion of doors. With overhead hangers the door hangs free 
and the weather stripping equipment guides, rather than 
supports, the sliding doors. 
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3 Doors 


C A or B C 
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4 Doors 

C A or B C 


I 4 Doors H 

* Fixed Fixed ' 



VERTICAL SECTION 

3" = V -0" 


MEETING STILES 


INTERMEDIATE STILES 


JAMB SECTION 
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For Wood 
Doors only 
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doors 
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9 ga. Zinc plate 
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I saddles | full size details 




t ^ ^ I 

#100 OUT-OPENING #20 IN- OR OUT-OPENING 




Extruded bronze or 
aluminum saddle 
31 B.&S. ga bronze 
hook with bronze 
saddle. Sufficient 
height to clear rugs. 



#114 IN-OPENING 























































































































































#100 Bronze 3%" Width SADDLE REST 

Bronze or Aluminum 



Out-opening 


#125 Bronze or Aluminum 5%" Width 




Nos. 15, 20, and 30: In- or 
out-opening by reversing 



^-P/s''- 

#15 Aluminum 



L-lys" 


#20 Bronze 



#114 Bronze or Aluminum 5'" Width 
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flat saddles I full size details 
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T 

'/2 
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f- 

•A" 

-i- 



- 4''-5"-6"-7’' - 

#65 Bronze or Aluminum 



h----- 

#60 Bronze or Aluminum 



]- 2 '/ 2 " - 

#64 Aluminum 


c 




-5"- 

#60-A Aluminum with Stop 



#67 Bronze or Aluminum 
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#67 FLAT SADDLE AND #68 SADDLE REST 

Assembly of Saddle from 4'/4" to 1 SVa" 


Bronze or Aluminum 

























































EXPANSION FLOOR SADDLE ASSEMBLY Extruded Bronze or Aluminum for Floor Expansion Joint 

SERIES #67 



#23 ALUMINUM, BRONZE 
OR ZINC HOOK 


#25-W EXTRUDED 
BRONZE INTERLOCK 


#25 BRONZE OR 
ALUMINUM HOOK 


#27 EXTRUDED 
BRONZE INTERLOCK 


I safety stripping | 


full size details 


This weather stripping recommended for public buildings with floor hinge 
operated doors. This equipment with its flexible looped Neoprene incor¬ 
porates a safety feature which protects fingers from being crushed be¬ 
tween the door and jamb or between doors when used as a meeting stile. 


Aluminum Retainer 



#72 HINGE SIDE 

For use with Floor Hinge only 


#72 MEETING STILE 
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I standard doors | full size details 


■ head and jamb protection 



HEAD & LOCK-SIDE JAMB 



uninterrupted continuity for 
SERIES #10-F weatherstripping 

11 Gauge Zinc — In or out-opening 


interlocking equipment 

for hollow metal or kalamein doors 



HEAD AND LOCK-SIDE JAMB 




HEAD & LOCK-SIDE JAMB 



SERIES 10-B 

31 B. & S. Gauge Bronze 



HEAD & LOCK-SIDE JAMB 



Only in-opening heads and jambs 
shown. Out-opening similar but oppo¬ 
site hand. When heads and jambs are 
traced for use with out-opening sills, 
they must be reversed from the draw¬ 
ings shown. 
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extra heavy weather stripping 
for institutional use 



Extruded 
Bronze or 
Aluminum 




HEAD AND LOCK-SIDE JAMB 



HINGE-SIDE JAMB 

SERIES #42-Z For Wood and H M Door 



weather stripping 
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doors 


Zer 



HEAD AND LOCK-SIDE JAMB 

-V 



HINGE-SIDE JAMB 

#18-L Cushion Bronze or Aluminum (.0056 gauge) 




Extruded Bronze 
or Aluminum 


SERIES #42 


For Wood and (24 
H M Door 


*Extra Heavy Weatherstripping for 
\ Wood, Metal, or Kalamein Doors. 
Recommended for Hospitals, Schools 
and Commercial Buildings where Wheel 
Chairs or other vehicles can damage 
j lighter gauge Weatherstripping. 

mmuA 



LOCK-SIDE JAMB 


#10-F INTERLOCKING 

For Wood Door with H. M. Buck 
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I meeting stiles | full size details 


Zl. // // 



Extruded Bronze 
or Aluminum 


#55-M TYPE A-SURFACE ASTRAGAL 



#56-M TYPE E-MORTISE ASTRAGAL 

Adjustable Extruded Bronze Astragals 

Designed with the thought of compensating for the ex¬ 
pansion and contraction of doors, and to seal as nearly as 
possible a door of any type to prevent drafts, air currents, 
and keep out dirt and dust. Operated and adjusted by 
special spring and screws located approximately 10 inches 
on center. 



#58-M TYPE A-1-SURFACE ASTRAGAL 



#57-M TYPE C-HALF-MORTISE ASTRAGAL 


When selecting type of astragal, consider location of hard¬ 
ware (locks, bolts) at meeting stiles so as not to cause 
conflict between these. 

Finishes: polished bronze, unpolished bronze and chrome 
plated.. 

Type A—55M Available in extruded aluminum. 







' ^ 


-© 



#37-M MEETING STILES 
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#54-1 


Extruded Bronze 
or Aluminum 



Screw set 
to allow 
Felt in 
or out 


#33 M 


Adjustable Felt 


7/ //// Z' 




Felt 

in Bronze 


Looped to 
close gap 
from ’/a" 
to Vi 




y7 ^ 7/ -‘A 


#32 M 




#52 M 


Extruded Aluminum 


Bronze or Aluminum 



#51 M 
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I top protection | full size details 


For Out-opening Doors 



#45 COMBINATION CAP & INTERLOCK 


.020 Zinc 
or Bronze 


cap-used 
with Zinc 
or Bronze 



#43 TURNED DOWN CAP 




I sill protection | full size details 


(for Various sill arrangements — See page 8) 



#25 SILL ANGLE for Out-opening Doors 





#27-A EXTRUDED SILL STRIP for Out-opening Doors 



#23 SILL HOOK & #11 DRIP 
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#20-S for Rabbeted Sills 



































































































































































weather stripping 


doors 
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#39-B Bronze 


Extruded 

Aluminum 


Neoprene 




#37 SILL In or out opening 



#55-S adjustable SILL Extruded Bronze or Alumin 


#52-S 



Spring Bronze 
31 B.&S. go. 

/ 


#71 


#35 
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I light and sound-proof doors j 


full size details 


sill protection: Automatic Door Bottoms Will close cracks from Vi" to %" 





#36 CONCEALED 


Waterproof Felt 
or Sponge Neoprene 
in Zinc housing 




#36 CONCEALED 


VIEW OF #36 


With this equipment 
(which is projected by 
closing and retracted by 
opening of the door), 
doors are rendered 
Light-proof, Sound¬ 
proof and Draft-proof 
Stock lengths 18'' — 
48". Larger lengths 
made to order with dou¬ 
ble plungers. 


#36-SM SURFACE MORTISE 

Metal or Kalamein. 
























































































weather stripping 


doors 


head and jamb protection 




NOTE: Set Hinges from stop 
to accommodate Strip 





NOTE: At Hinge Side of the above three, 
secure Strip to Door instead of to Jamb 


#53 HEAD & JAMB 



#53 HINGE-SIDE Floor Hinge only 
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#53 DOUBLE ACTING DOOR 
SERIES #53-D 
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I double hung — metal | full size details 

■ series 10-M 

Hollow Metal or Kalamein 

All weatherstripping to be 11 gauge zinc or .022 ' Bronze 




I awning type"| full size details 

■ series 18 

Cushion Bronze weatherstrips .0056 
(also available in Aluminum) 



#18 #19 



HEAD AND LOCK JAMB 





















































































































































































































































Steel 


casement type | full size details 

Wood 



weather stripping 


windows 
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HEAD & 
LOCK-SIDE JAMB 



HINGE-SIDE JAMB 



SERIES #10-S 

31 B. & S. Gauge Bronze 
In or out-opening 



HEAD & LOCK-SIDE JAMB 



HEAD & LOCK-SIDE JAMB 



SILL 

SERIES #10-B 


SILL 


31 B. & S. Gauge Bronze 
Out-opening preferred 


SERIES #10-F 

11 Gauge Zinc 
in or out-opening 
Sill for in-opening, see below 



SILL TYPE 29 

Out-opening 

31 B. & S. Gauge Bronze Hook 


SILL TYPE 40 

in-opening 

31 B. & S. Gauge Bronze Hook 
& Extruded Bronze Channel 


& Extruded Bronze Sill 

Zero Weather Stripping Co., Inc. 
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I double hung — wood | full size details 
■ series 1-A 


RETURN FLANGE: 

This equipment is recommended for in¬ 
stitutional and residential type build¬ 
ings. It provides excellent protection for 
windows equipped with weighted and 
spiral spring balances. 

ADAPTABLE FOR 
WILLIAMS PIVOT WINDOWS 



HEAD & SILL 



MEETING RAILS 
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weather stripping 


windows 
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series 1 -C 


SELF-ADJUSTING: 


out loss of efficiency. 



HEAD & 


© 




Hook 


MEETING R/ 


Top Sash 


SPECIFICATIONS: 

Zinc metal 


1 

2 3 
6 7 
1C 1 


Head #9 ga. (.018") 
Meeting Rails #9 ga. 

Jamb #9 ga. 

Sill #9 or #12 ga. (.028") 




SILL 
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introduction 


Specification writers have repeatedly requested a 
''simple formula" covering weather stripping equip¬ 
ment. It is their wish to transpose this formula into 
their specifications, and thus, to avoid excessive 
research. We have attempted to prepare such a 
formula for specifications but found that this could 
not be accomplished. This is due to the fact that 
each window, each door, each building and the 
geographical location, all tend to create differ¬ 
ent problems. 

In order to overcome these short-comings, we have 
designed our catalog in full size detail. With these 
full size details the architect, the designer and the 
specifications writer is enabled to visualize the 
functions of the weather stripping. Thus, the selec¬ 
tion of the proper type of weather stripping is 
simplified. 

Our specifications in the following paragraphs are 
short and to the point. In them you ore referred to 
the pages where the individual items appear. There 
are, however, some pertinent aspects which neither 
the specifications, nor the drawings, are able to 
cover completely. We would call your attention to 
the following: 

1 When specifying weather stripping for doors, 
be sure to specify weather stripping saddles, 
under the same heading. Often these saddles 
are specified under the heading of "Miscel¬ 
laneous Metal," "Architectural Baonze," "Hard¬ 
ware" etc. Weather stripping saddles should 
be installed by the weather stripping mechanic, 
as it is his responsibility to render the door 
weather-proof. The cutting and rabbeting of 
the door must be done by the competent 
weather stripping mechanic. In addition to this, 
specifying saddles under "Weather Stripping" 
will avoid a jurisdictional dispute, as weather 
stripping and ♦he laying of saddles is claimed 
by the Carpenters' Union. 

2 Do not hesitate to specify the weather stripping 
type saddle for school doors. The weather 
stripping lip on the saddle is no more of a trip¬ 
ping hazard than the fluted top or the rabbeted 
saddle. 

3 Door top protection for out-opening doors 
should be specified under the "Weather Strip¬ 
ping" heading. 

4 Note that the zinc gauges established by the 
sheet zinc manufacturers differ from the 
"Brown & Sharpe" gauges. (See table of Zinc 
Gauges on page 26) Be sure to specify cross 
grain zinc. 

5 Read the five paragraphs under "Related 
Items" on page 27 and adapt them into your 
specifications. These are very helpful items for 
avoiding mistakes and inferior workmanship. 


I windows | 

series 1A— page 22 

All double hung windows to be weather stripped 
with return flange cross grain Zinc. Gauges of 
Zinc to be 9 gauge, except sill to be 12 gauge. 


series 1C— page 23 

All double hung windows to be weather stripped 
with self-adjusting two member weather strip¬ 
ping. Members to be cross grain Zinc 9 gauge, ex¬ 
cept sill to be 12 gauge. 


series lOM— page 20 

Metal double hung windows to be equipped with 
surface applied 11 gauge cross grain Zinc. Strips 
or .022 Bronze with felt backing. Fasten with 
sheet metal screws. 


series 18— page 20 

Wood frame awning windows to be equipped 
with highly tempered .0056" folded cushion 
bronze strip, nailed IVa" on center. 


series lOS— page 21 

Steel casement windows to be equipped with 31 
B&S Spring Bronze; secured with sheet metal 
screws. 

series lOB— page 21 

Wood casement windows to be equipped with 
31 B&S Spring Bronze. Nailed with flathead, 
bronze nails 1" on center. Extreme care to be 
taken not to kink strips. 


series lOF— page 21 

Wood casement windows to be equipped with 
Interlocking 11 gauge Cross grain Zinc. Sill equip¬ 
ment for out-opening casements to be Zinc. (Al¬ 
ternate #29 Extruded Bronze) For in-opening 
use #40 extruded bronze channel. 








weather stripping 


specifications 


I doors—wood or metal | 

series lOF —pages 12 and 13 

Exterior wood doors to be equipped on Head and 
Jamb with interlocking 11 gauge Cross grain 
Zinc weather stripping. Nail strip to door V' on 
center, to Jambs 4" on center: (if door is installed 
on hollow metal bucks fasten strips to buck with 
sheet metal screws 6" on center. 

Heads of out-opening door to be equipped with 
Zero #45 top protection. (Thresholds and Sill 
protection: see under separate heading.) 

series lOR —page 12 

Exterior wood doors to be equipped with two 
members, metal to metal self-adjusting cross 
grain Zinc weather stripping. (Note that this 
equipment is self-adjusting to shrinking of doors.) 

series 42 —page 13 

Exterior doors (Wood or Metal) to be equipped 
with extruded Bronze or Aluminum surface ap¬ 
plied weather stripping. Fasten to frame and 
door with non-ferrous sheet metal screws 6" on 
center. (See Sill Protection under separate head¬ 
ing.) 

series lOB —page 12 

Exterior wood doors to be equipped on head and 
jambs with 31 B&S Spring Bronze weather strip¬ 
ping. Fasten with flathead bronze nails IV 2 " on 
center. Extreme care to be taken not to kink strips. 
(See Sill Protection under separate heading.) 

series 22 —page 19 

Double Acting doors to be equipped with #53 
Neoprene in Aluminum housing. 


I ..idinad.... I 

series 54 —pages 6 and 7 

Sliding doors to be equipped with extruded 
bronze interlocking weather stripping at heads, 
jambs, meeting stiles and sills. 

All strips to be fastened with flat or oval head 
~ Bronze screws, not more than 6" on center. 

When door slides into pocket, threshold to extend 
into pocket minimum 12''. 


I metal and kalamein doors | 

series 37 —page 13 

Doors to be equipped with 31 B&S Spring 
Bronze at head and jambs. Fasten strips to frame 
with 1/16" Bronze cover strips and non-ferrous 
sheet metal screws 6" on center. 

series 18L —page 13 

Door to be equipped with a highly tempered 
.0056 Cushion Bronze (or Cushion Aluminum for 
Aluminum doors). Secured with non-ferrous sheet 
metal screws. 

series lOK —page 12 

Hollow metal or Kalamein doors to be equipped 
with 11 gauge Cross grain Zinc or Bronze. Surface 
applied, interlocking weather stripping with felt 
backing. 

series 42Z —page 13 

Hollow metal and Kalamein doors to be equipped 
with surface applied extruded Bronze or Alumi¬ 
num interlocking weather stripping. Secured with 
non-ferrous sheet metal screws 6" on center. 

if 

72 —page 11 

Safety stripping for Hollow metal and Kalamein 
doors to be equipped with surface applied Looped 
Neoprene in Aluminum Retainer. 


I light and soundproof doors | 

pages 18 and 19 

Interior doors to be rendered light-proof (or 
soundproof) by applying one of the following 
on jambs, head, sill or meeting stiles (where 
applicable). 

#30 Felt or Sponge Neoprene in Bronze or 
Aluminum housing; or 
#31 Tubular Rubber in Steel angle; or 
#36 or #36-5 Automatic door bottom with Felt 
or Neoprene insert; or 

#53 Looped Neoprene in Aluminum housing; or 
#53-J Looped Neoprene in Aluminum Angle 
housing. 

#50 Neoprene in Extruded Bronze or Alum. 
#139 Neoprene in Extruded Bronze or Alum. 
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top protection 


page 16 

Equip all out-opening doors with: 

a) 9 gauge zinc (or bronze) combination inter¬ 
locking top protection/Zero #45 or 

b) Vs” thick brass or aluminum top protection, 
Zero #44 or 

c) 9 gauge Zinc or Bronze top protection. Zero 

#43. 

d) Apply at head of door frame 3'' above door 
opening Bronze or Aluminum Rain-Drip, Zero 

# 11 . 


I sill protection | 


pages 4, 5, 8, 9, 16, 17 and 18 
Furnish and install: 

a) Interlocking sill hook Zero #23, pages 8, 11; 


or 


b) Extruded bronze strip Zero #27, pages 8, 
16 


35-S —page 17 

Cut groove on bottom of door and equip with 
31 B&S Spring Bronze. Apply in such manner 
that the strip will make contact with saddle. 

25-S —page 16 

Surface type Bronze or Aluminum angle to en¬ 
gage #20 sill applied against inside face of 
door. 

52- S —page 17 

Apply at bottom of door Neoprene loop strip 
in Aluminum housing. Recommended also for bot¬ 
tom of overhead doors. 

53- S —page 17 

Apply Neoprene loop strip in Aluminum hous¬ 
ing attached to Aluminum angle. Secure angle 
to face of door at bottom. 

39 —page 17 

Apply to bottom face of door Neoprene or Rub¬ 
berized Canvas housed in Bronze or Aluminum, 
to make contact with saddle. 

11 —page 17 

Apply on exterior bottom face of doors (not pro¬ 
tected by overhead shed) extruded Bronze (or 
Aluminum) Rain-Drip. 


I automatic door bottom | 

page 18 

#36 for wood or H.M. doors: 

Furnish and install automatic door bottom on all 
wood doors recessed Into bottom of door. Felt 
(or sponge rubber) to make positive contact with 
sill when door is closed. Housing to be heavy 
gauge Zinc. 

#36-S for hollow metal doors: 

Furnish and install surface type Automatic door 
bottoms. Bronze, Aluminum or Stainless Steel 
housing. Felt (or sponge rubber) to make posi¬ 
tive contact with sill when door is closed. 


I saddles j 


pages 6, 7, 8,9, 10 and 11 

Provide for all exterior hinged doors extruded 
Bronze (or Aluminum) Saddles. 

For out-opening doors. Zero #60, #60A, 
#65, #66, #67, #70, #75, #80, #100 
or #125. 

For in-opening doors. Zero #65, #70, #75, 
#80, #112 or #114. 

For sliding doors. Zero #61, #62, #63. 
pages 4 and 5 

Doors with floor hinges to be equipped with 
Zero #150 Extruded Bronze (or Aluminum) 
saddles with #25 interlocking angle strips or 
#28 plates. 

Saddles shall be installed in sections to allow 
easy access to floor hinges for adjustment or 
necessary repairs. 

page 11, series #67 

Floor expansion joints to be bridged with ex¬ 
truded Bronze or Aluminum plate assembly. 


zinc gauges | 

8 gauge .016" 

9 " 018" 

10 " . 020 " 

11 " 024" 

12 " .028" 

14 " 036" 

16 " 045" 
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I meeting stiles 

pages 14 and 15 

Meeting Stiles to be protected with any of the 
following equipment: 

32 M Apply to one leaf of door, felt in bronze 

binding. 

33 M Adjustable felt in Steel housing rabbeted 

•into Meeting Stile of one leaf of door. 

37 M Install 31 B&S Spring Bronze on Meet¬ 
ing Stiles, secured with 1/16'' Bronze re¬ 
taining strip to one leaf of door. 

41 M 31 B&S Spring Bronze rabbeted into 
Meeting Stile of one leaf of doors. 

50 M Mitered Neoprene housed in extruded 

Bronze or Aluminum, secured with oval 
head screws to outside surface of both 
doors. 

51 M Looped 1/16" cloth lined Neoprene se¬ 

cured to both edges of doors with Bronze 
(or Aluminum) retaining strips. Retaining 
strips to be rabbeted into face of door 
(51 MR) or applied to face of door with¬ 
out rabbeting (51 MS). 

52 M Looped Neoprene in Aluminum Housing 

applied on edge of one leaf of double 
door. This strip is also recommended for 
bottom of overhead door. 

53 M Install looped Neoprene In Aluminum 

Housing. Rabbet one leaf of double door 
25/32" X 5/16" to receive equipment. 

54 M Wool pile in Bronze or Aluminum hous¬ 

ing secured to outside face of both doors. 

55 M Install Type A Extruded Bronze and 

adjustable Astragals on face of both 
doors. 

56 M Install Type E Extruded Bronze adjustable 

Astragal mortised into center edge of 
Meeting Stiles. 

57 M Install Type C Extruded Bronze adjustable 

Astragal half mortised into Meeting 
Stiles. 

58 M Install Type A-1 Extruded Bronze ad¬ 

justable Astragals on face of both 
doors. 

72 Looped Neoprene in Aluminum Retainer 
applied on edge of one leaf of double 
door. See page 11 


Zero 
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weather stripping 


specifications 


related items 

to be specified in, or excluded from, other 

divisions 

miscellaneous metals division 

a) Saddles: note that weatherstrip saddles are 
omitted from this division but included in the 
Weatherstrip Division of Specifications. 

b) Doors: note that top protection Is omitted 
from this division but included in Weather¬ 
strip Division of Specifications. 

carpentry division 

a) General: note that all grooving and rab¬ 
beting for weatherstrips is omitted from this 
division but included In Weatherstrip Division 
of Specifications. 

b) Windows: double hung windows to be com¬ 
pletely fitted and set in frames without attach¬ 
ing sash balances before weatherstripping is 
applied. Stops and sash locks to be fastened 
after weatherstripping Is completed. 

c) Doors: install all door hardware before ap¬ 
plying weatherstrips. 

1— set hinges a minimum of V 2 '' from door or 
casement stops, allowing space for weather- 
strip grooving, to insure uninterrupted con¬ 
tinuity of strip (otherwise hinges have to be 
cut), 

2— note that door top protection is omitted from 
this division but Included in the Weatherstrip 
Division of Specifications. 

caulking division 

a) Saddles: note that caulking of weatherstrip 
saddles is omitted from this division but in¬ 
cluded in the weatherstrip division. 

painting division 

a) Windows and doors: apply final coat of paint 
after completion of weatherstripping. Take 
extreme care not to paint the metal weather- 
stripping equipment. 

1 —Where spring bronze weatherstrips are used, 
completely finish painting before weather¬ 
strips are installed. 

weatherstrip division — explanations 

a) General: do not use the term interlocking 
spring bronze. Use the terms Zinc (or) Bronze 
Interlocking (or) Spring Bronze. (Spring 
bronze, os a rule, is not an interlocking strip, 
but creates weatherseal by contact), 

b) Material: the efficiency and lasting qualities 
of zinc and bronze interlocking weatherstrips 
are equal, but the bronze is much more ex¬ 
pensive. 
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agents and distributors 

We do not hove out-of-town agencies for installa¬ 
tion but our products are sold nation-wide and can 
be ordered for prompt delivery through your local 

• weatherstrip contractor 

• builder's hardware supplier 

• miscellaneous metal contractor 

• door manufacturer 

• millwork supplier 


451 EAST 136th STREET, NEW YORK 54, N . Y. ; LUdlow 5-3230 
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